


Dimensions: 	 Dimensions are subject to change without notice.
			   Values shown are approximate and should not be used for construction.
	 	 	 Certified drawings are available through your local Tuthill Vacuum & Blower Systems Sales Professional.
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Bare Shaft Pump

in
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KLRC-950/951 56 1/2
1435

25 5/16
643

30 9/16
776
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889

15 3/4
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31 3/16
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14 9/16
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17 1/8
435 4” ANSI 23 1/2

597

Model:   KLRC-950 / KLRC-951
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KLRC-950 - BSP - 740878 - EPS

in
mm P S T U X Z AA BB EE GG

APPROX. 
WEIGHT 
LBS / kg

KLRC-950/951 12 5/8
321 1 1/2” NPT 1/2” NPT 2 1/4” 4 1/8

105
8 5/8
219

37 3/8
949

18 7/8
479 1/2 x 1/2 3/4” NPT 1588

720

K



Model:   KLRC-950 / KLRC-951

PSR (Partial Sealant Recovery) System

Dimensions:  	 Dimensions are subject to change without notice.
			   Values shown are approximate and should not be used for construction.
	 	 	 Certified drawings are available through your local Tuthill Vacuum & Blower Systems Sales Professional.
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mm A B C D E F G H J K L M

APPROX. 
WEIGHT 
LBS / kg

KLRC-950/951 84 9/16
2148

4”
ANSI

75 15/16
1929

26 11/16
662

4 “
ANSI

38 1/2
978

71 1/16
1805

73
1854

2”
NPT

27 5/8
702

65 3/16
1656

17
432

2866
1300




